
Getting Started with a Horner 
All-in-One Controller has never 
been easier!

PANEL
The panels are made out of steel and are weatherproof for use 
in almost any application. This heavy-duty panel is also large 
enough to fit everything you need to get started with a Horner 
All-In-One controller.

POWER SUPPLY & ACCESSORIES 
A 75W power supply is included along with prewired external 
Ethernet connections for applicable systems and prewired I/O 
connections for varying I/O configurations.  

CONTROLLER OPTIONS 
The Horner Bundle is currently available for any of our Micro OCS 
systems (starting with the X4) along with the EXLW / XLW Prime, 
with more options to come based on needs and demand.

QUICK CUSTOMER SOLUTION
PANEL  •   POWER SUPPLY  •   CONTROLLER

Horner Bundle
Your Complete PLC Solution

Announcing Horner’s new pre-built system that in-
cludes a Horner OCS all-in-one controller already 

mounted in a UL 508 certified panel including a power 
supply and prewired terminals for the I/O connections. 

Everything you need to get started now comes in a 
simple pre-built assembly!

THINK INSIDE THE BOX!

75W Power 
Supply

Pre-wired I/O

coming later...Q2 2023
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BUNDLE WITH EXLW

Please see EXLW Data Sheet for technical data

HS-EXLWE3-BX01-UL

Please contact sales for other model options

BUNDLE WITH XLW PRIME

Please see XLW Prime Data Sheet for technical data

HS-XPLWE3-BX01-UL

Please contact sales for other model options

BUNDLE WITH CANVAS 10 (COMING LATER)

HS-CV-101D-05-BX01-UL

BUNDLE WITH X4

Please see X4 Data Sheet for technical data

HS-X4A-BX01-UL

HS-X4R-BX01-UL

BUNDLE WITH X5

Please see X5 Data Sheet for technical data

HS-X5-BX01-UL

BUNDLE WITH X7

Please see X7 Data Sheet for technical data

HS-X7A-BX01-UL

HS-X7R-BX01-UL

BUNDLE WITH X10

Please see X10 Data Sheet for technical data

HS-X10A-BX01-UL

HS-X10R-BX01-UL

coming later...2023

POWER SUPPLY TECHNICAL SPECIFICATIONS

Input Voltage 85-264VAC

Inrush Current 80A@240VAC

Output Voltage 24VDC +/- 2%

Output Current 3.125A

Output Power 75W

Input Frequency 47 - 63 Hz

Operating Temp. Range -20ºC to +70ºC (-30ºC Cold Start)

Wire Gauge (Input / Output) AWG 18-12 / AWG 22-12

OTHER SOLUTIONS PRODUCTS

Data Concentrator and Andon

Tank Monitor - coming later... OEE Solution
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https://hornerautomation.com/product/exlw/
https://hornerautomation.com/product/xlw-prime/
https://hornerautomation.com/product/x4/
https://hornerautomation.com/product/x5/
https://hornerautomation.com/product/x7/
https://hornerautomation.com/product/x10/

